
 

 

  Ultra1Plus SAE 20W-50 Conventional Heavy-Duty Motor Oil API CI-4/SL 
 

Product Description 

Ultra1Plus Heavy-Duty Motor Oil 20W-50, API CI-4/SL is heavy-duty diesel and gasoline 

engine oil lubricant. This oil exhibit excellent detergency and anti-wear properties as well as 

good oxidation and soot control. This oil is formulated with group II paraffinic base oil and 

premium additive package. 

Product Codes  

  

Product Features & Benefits 

Exceeds Performance Requirements 

 

API CI-4, CH-4, CF-4, CF-2, CF API SL, SJ, SG, SF 

MB 228.1, 229.1 MAN 271 

MTU Type 1 Volvo VDS-2 

Mack EO-M Plus Renault Truck RD/RD-2 

Cummins CES 20076 CAT ECF-1-a 

ZF TE-ML 07C 

ACEA E2-96 Issue 5 (2007), B3-98 Issue 2 (2002) , A2-96 Issue 3 (2002) 

Revised: 05/28/2020 

Presentation SKU UPC 

Quart UC2050CI4SLL 810050651509 

Gallon (4 QT) UC2050CI4SLG 810050651493 

5 Gallon Pail UC2050CI4SLP 810050651486 

55 Gallon Drum UC2050CI4SLD 810050651479 

SAE J300 Viscosity Grade 15W-40 

Appearance Amber Transparent Liquid 

Viscosity @ 40°C, cSt, ASTM D445 160.55 

Viscosity @ 100°C, cSt, ASTM D445 18.5 

Viscosity Index, ASTM D2270 130 

Flash Point, °C, ASTM D92 230 

Pour Point, °C, ASTM D97 -25 

Total Base Number, mg KOH/g, ASTM D2896 10 


